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	seal pro 5ltr


		
			Seal Pro 5Ltr

		SKU: 41062
	

	 Solvent based tile and stone sealer


Seal Pro is a professionally formulated solvent based penetrating sealer providing exceptional protection for porcelain, low porosity tiles and fine stone. It is based on “ultra-small molecule structure” technology which enables it to penetrate into the fine pores of polished porcelain, dense granite and fine stone to create a high performance sub-surface barrier against water and oil borne contaminants.
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							$320incl. GST

							
													
						Size: 5kg
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	Dual Protection – provides protection against water and oil borne contaminants including;
	food and beverage stains
	oil & greasy stains
	biological growth such as mould & mildew
	efflorescence
	pollution and weathering



	Retains Newness – Formula specifically designed for ultimate protection of granite, polished marble, polished porcelain and similar low porosity substrates.
	Natural Look – will not discolour or alter the natural look of recommended substrates.
	UV Stable – Ideally suited for both indoor and outdoor use.
	Vapour permeable – won’t trap moisture. Does not hinder the natural passage of water vapour.
	Safe to Use – has a very low VOC content making it pleasant to use.
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Preparation:



	New installations must be fully cured before application of Seal Pro (Min 48 hours)
	Existing stone, tile and grout must be totally clean, dry and chemical free.
	Do not apply in direct sunlight. Temperature must be between 10°C and 25°C








Coverage Tile and Stone:



	5 to 20m2 / Litre per coat



Coverage Grout:


	750 linear meters per litre (2 coats on 3mm grout)
	260 linear meters per litre (2 coats on 8mm grout)














Application:



	Apply 1 to 2 coats of Seal Pro by generously saturating the surface using a polish applicator, roller or sprayer to an area which can be easily reached. (Approximately 15m2). Ensure even coverage.
	The surface must be shiny wet with a liquid film for at least 1 minute. For very porous substrates more sealer may need to be applied.
	Allow 5 – 10 minutes for the sealer to absorb into the surface and then move the excess product with a squeegee to a new section.
	If a second coat is to be applied, wait 20 to 30 minutes and repeat the process.
	Using absorbent toweling or applicator, wipe off any sealer remaining on the surface after 10 minutes of the last application. Moisten the towel with Methylated Spirits to remove residues which have dried on the surface.
	Allow 6 hours before returning area to traffic. Keep dry for 12 hours. Achieves a full cure in 24-48 hours.



Safety


	Flammable according to the criteria of NOHSC.
	Hazardous according to the criteria of Worksafe Australia.
	Read and understand the Material Safety Data Sheet before opening.
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Opening hours

Monday to Thursday 8.00am - 4.30pm Friday 8.00am - 4.00pm






Follow us
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Let’s talk

03 9758 6711

VIC TAS NSW SA WA
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